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Emitter Energy Inc., headquartered in Raleigh, NC specializes 

in the design, manufacturing and marketing our superior 

quality, high-efficient, reliable, and cost effective LED 

drivers for a variety of applications – including industrial, 

architectural, commercial, and residential lighting products.

Our standard of customer service, product quality and 

manufacturing efficiency is considered world-class as we 

bring new technology to life. 



Safety & Performance Warranty

●  Open/Short/Surge Protection ●  5 years if TC≦75℃
●  UL Damp Location ●  3 years if 75℃≦TC≦90℃

●  US : UL (Class 2) Recognized

●  Canada : cUL/ CSA LVLE Recognized Mounting 
●  Isolated Output

●  FCC Title 47CFR Part 15 ●  Case Must be grounded

●  No PCBs ●  Remote installation max 18ft

Features ●  Sound Rating Class A

●  Current Current Output 5W-150W ●  ROHS Compliant
●  Min Start Temp -40 °F/°C 

●  Min Start Temp -40 °F/°C 

USR
USR 

Class 2
CNR

CNR 

Class 2

CSA 

LVLE
L W H

17 700 12-24 - ECSV700S17WST-BM ● ● 136 34 25

24 1050 14-23 - ECSV1050S24WST ● ● 127 63 30

350 9-14 - ECUV350S5WST ● ● 107 36 29

500 6-10 - ECUV500S5WST ● ● 107 36 29

700 5-7 - ECUV700S5WST ● ● 107 36 29

1050 3-5 - ECUV1050S5WST ● ● 107 36 29

9 450 12-20 - ECUV450S9WST-BM ● ● 111 78 32

350 18-36 - ECUV350S12WST ● ● 107 36 29

500 15-24 - ECUV500S12WST ● ● 107 36 29

700 11-17 - ECUV700S12WST ● ● 107 36 29

1050 7-11 - ECUV1050S12WST ● ● 107 36 29

15 440 19-34 0-10V ECUV440S15WDM ● ● 133 63 30

20 550 28-36 - ECUV550S20WDST ● ● 99 52 30

21 1400 12-15 0-10V ECUV1400S21WDM ● ● 127 63 30

23 1150 10-20 0-10V ECUV1150S23WDM ● ● 158 44 31

700 18-36 - ECUV700S24WST ● ● 127 63 30

1050 14-23 - ECUV1050S24WST ● ● 127 63 30

620 25-41 0-10V ECUV620S25WDM ● ● 133 63 30

1050 16-24 0-10V ECUV1050S25WDM-BMT ● ● 135 75 30

800 28-36 - ECUV800S30WST ● ● 111 78 32

833 25-36 - ECUV833S30WST ● ● 127 63 30

32 1050 10-30 0-10V ECUV1050S32WDM-BM ● ● 111 78 32

35 1750 12-20 0-10V ECUV1750S35WDM ● ● 420 30.8 27.8

36 1800 16-20 0-10V ECUV1800S36WDM-BM ● ● 111 78 32

350 80-114 0-10V ECUV350S40WDM ● ● 165 73 30

450 62-89 0-10V ECUV450S40WDM ● ● 165 73 30

500 60-80 - ECUV500S40WST ● ● 325 34 27

ECUV950S40DM ● ● 165 73 30

ECUV950S40WDM-BMT ● ● 165 73 30

1050 26-38 0-10V ECUV1050S40WDM ● ● 165 73 30

1100 28-36 - ECUV1100S40WST ● ● 111 78 32

1400 24-29 0-10V ECUV1400S40WDM ● ● 165 73 30

*BM = Bottom Mount *SP = Special Construction   *ST = Standard       *DM = Dimming *T= Tap wire with 120VDC

LED Drivers Standard Constant Current Series

E366322 E366322

950 32-42 0-10V

Standard Constant Current Drivers 
Dimension   (mm)

Input 

Voltage

Output Power 

Max. (Watts)

 Output 

Current (mA)

Output Voltage 

(Volts)
Dimming

Safety Approval

Model Number

LED Drivers Constant Current Series

120-277V

40

12

120V

30

25

5

24



USR
USR 

Class 2
CNR

CNR 

Class 2

CSA 

LVLE
L W H

ECUV700S42WDM ● ● 165 73 30

ECUV700S42WDM-SP ● ● 241 43 29

43 1800 16-24 0-10V ECUV1800S43WDM-BMT ● ● 135 75 30

44 1150 21-38 0-10V ECUV1150S44WDM ● ● 325 34 27

350 100-143 0-10V ECUV350S50WDM ● ● 165 73 30

450 77-111 0-10V ECUV450S50WDM ● ● 165 73 30

700 49-71 0-10V ECUV700S50WDM ● ● 165 73 30

1050 33-48 0-10V ECUV1050S50WDM ● ● 165 73 30

1400 25-36 0-10V ECUV1400S50WDM ● ● 165 73 30

2500 12-20 0-10V ECUV2500S50WDM ● ● 420 30.8 27.8

52 1240 25-42 0-10V ECUV1240S52WDM ● ● 241 43 29

350 119-171 0-10V ECUV350S60WDM ● ● 241 43 29

450 93-133 0-10V ECUV450S60WDM ● ● 241 43 29

700 60-86 0-10V ECUV700S60WDM ● ● 241 43 29

1050 37-57 0-10V ECUV1050S60WDM ● ● 241 43 29

30-43 0-10V ECUV1400S60WDM ● ● 241 43 29

26-43 0-10V ECUV1400S60WDM-SP ● ● 325 34 29

2500 16-24 0-10V ECUV2500S60WDM ● ● 241 43 29

62 1300 28-48 - ECUV1300S60WST ● ● 172 61 31

72 3000 18-24 0-10V ECUV3000S72WDM ● ● 241 61 37

75 700 74-107 0-10V ECUV700S75WDM ● ● 198 79 35

1050 48-80 0-10V ECUV1050S84WDM ● ● 241 61 37

1750 29-48 0-10V ECUV1750S84WDM ● ● 138 91 40

2100 24-40 0-10V ECUV2100S84WDM ● ● 241 61 37

91 1600 34-56 0-10V ECUV1600S91WDM ● ● 241 61 37

100 700 85-143 0-10V ECUV700S100WDM ● ● 241 61 40.8

110 2000 33-55 0-10V ECUV2000S110WDM ● ● 241 61 40.8

115 1200 58-96 0-10V ECUV1200S115WDM ● ● 241 61 40.8

700 129-214 0-10V ECUV700S150WDM ● ● 241 67 40.5

1050 0-10V ECUV1050S150WDM ● ● 241 67 40.5

1300 69-115 0-10V ECUV1300S150WDM ● ● 241 67 40.5

1400 0-10V ECUV1400S150WDM ● ● 241 67 40.5

1500 60-100 0-10V ECUV1500S150WDM ● ● 241 67 40.5

1800 50-83 0-10V ECUV1800S150WDM ● ● 241 67 40.5

2100 43-71 0-10V ECUV2100S150WDM ● ● 241 67 40.5

2800 0-10V ECUV2800S150WDM ● ● 241 67 40.5

3000 30-50 0-10V ECUV3000S150WDM ● ● 241 67 40.5

9 450 12-20 - ECSV4509WST-BM ● ● 111 78 32

18 900 16-20 0-10V ECSV90018WDM-BM ● ● 111 78 32

36 1800 16-20 0-10V ECSV1800S36WDM-BM ● ● 111 78 32

ECSV1050S40WDM ● ● 165 73 30

ECSV1050S40WDM-SP ● ● 241 43 29

46 1700 22-27 0-10V ECSV1700S46WDM-BM ● ● 138 91 32

50 1400 25-36 0-10V ECSV1400S50WDM ● ● 165 73 30

60 1400 30-43 0-10V ECSV1400S60WDM ● ● 241 43 29

62 1300 28-48 0-10V ECSV1300S62WDM ● ● 172 61 31

84 2100 24-40 0-10V ECSV2100S84WDM ● ● 241 61 37

*BM = Bottom Mount *SP = Special Construction   *ST = Standard       *DM = Dimming *T= Tap wire with 120VDC

Wiring Diagram

● P: 919-435-1405 ●

Standard Constant Current Drivers

12517 Calderwood St ●        Raleigh NC 27614 E-mail: slyman@emitterenergy.com

www.emitterenergy.com

Non- Dimming Version

35-60 0-10V

Safety Approval
Output Voltage 

(Volts)

40 1050 22-38

Dimming Version

Model NumberDimming

0-10V

150

60

84

1400

Standard Constant Current Drivers 
Dimension   (mm)

 Output 

Current (mA)

Output Power 

Max. (Watts)

700

347V

Input 

Voltage

120-277V

50

42

E-mail: sales@emitterenergy.com



Safety & Performance Warranty

●  Open/Short/Surge Protection ●  5 years if TC≦75℃

●  UL Damp Location ●  3 years if 75℃≦TC≦90℃

●  US : UL (Class 2) Recognized

●  Canada : cUL/ CSA LVLE Recognized Mounting 
●  Isolated Output

●  FCC Title 47CFR Part 15 ●  Case Must be grounded

●  No PCBs ●  Remote installation max 18ft

●  Sound Rating Class A

●  ROHS Compliant

Features ●  Min Start Temp -40 °F/°C 

●  Customized Current Options Aavailable E366322

USR   USR 
Class 2 CNR CNR 

Class 2
CSA 
LVLE L W H

23 1150 700/875/1150 10-20 - ECUV1150S23WST-CS3 ● ● 158 44 31

620 310/510/620 25-41 0-10V ECUV620S25WDM-CS3 ● ● 133 63 30

1050 750/900/1050 16-24 - ECUV1050S25WST-BMT-CS3 ● ● 135 73 30

32 1050 500/700/950/1050 10-30 - ECUV1050S32WST-BM-CS4 ● ● 111 78 32

35 1750 700/1200/1400/1750 12-20 - ECUV1750S35WST-CS4 ● ● 420 30.8 27.8

36 1800 1050/1400/1800 16-20 - ECUV1800S36WST-BMT-CS3 ● ● 111 78 32

450 350/450 62-89 0-10V ECUV450S40WDM-CS2 ● ● 165 73 30

500 350/500 60-80 - ECUV500S40WST-CS2 ● ● 325 34 27

ECUV950S40WDM-CS4 ● ● 165 73 30

ECUV950S40WDM-BM-CS4 ● ● 165 73 30

1050 500/700/1050 26-38 0-10V ECUV1050S40WDM-CS3 ● ● 165 73 30

1400 700/1050/1200/1400 24-29 0-10V ECUV1400S40WDM-CS4 ● ● 165 73 30

350/410/530/700 35-60 0-10V ECUV700S42WDM-CS4 ● ● 165 73 30

350/450/550/700 35-60 0-10V ECUV700S42WDM-SP-CS4 ● ● 241 43 29

43 1800 1050/1400/1800 16-24 - ECUV1800S43WST-BMT-CS3 ● ● 135 73 30

44 1150 700/875/1150 21-38 - ECUV1150S44WST-CS3 ● ● 325 34 27

450 350/450 77-111 0-10V ECUV450S50WDM-CS2 ● ● 165 73 30

700 350/450/550/700 49-71 0-10V ECUV700S50WDM-CS4 ● ● 165 73 30

1050 500/700/1050 33-48 0-10V ECUV1050S50WDM-CS3 ● ● 165 73 30

1400 700/1050/1400 25-36 0-10V ECUV1400S50WDM-CS3 ● ● 165 73 30

2500 1050/1750/2100/2500 12-20 - ECUV2500S50WST-CS4 ● ● 420 30.8 27.8

52 1240 620/1020/1240 25-42 0-10V ECUV1240S52WDM-CS3 ● ● 241 43 29

450 350/450 93-133 0-10V ECUV450S60WDM-CS2 ● ● 241 43 29

700 350/450/550/700 60-86 0-10V ECUV700S60WDM-CS4 ● ● 241 43 29

1050 500/700/1050 37-57 0-10V ECUV1050S60WDM-CS3 ● ● 241 43 29

700/1050/1400 30-43 0-10V ECUV1400S60WDM-CS3 ● ● 241 43 29

700/950/1050/1400 26-43 - ECUV1400S60WDST-SP-CS4 ● ● 325 34 29

2500 1700/2000/2300/2500 16-24 0-10V ECUV2500S60WDM-CS4 ● ● 241 43 29

75 700 350/450/550/700 74-107 0-10V ECUV700S75WDM-CS4 ● ● 198 79 35

1050 550/700/950/1050 48-80 0-10V ECUV1050S84WDM-CS4 ● ● 241 61 37

1750 940/1050/1750 29-48 - ECUV1750S84WST-CS3 ● ● 138 91 40

2100 1400/1750/2100 24-40 0-10V ECUV2100S84WDM-CS3 ● ● 241 61 37

91 1600 1050/1400/1600 34-56 0-10V ECUV1600S91WDM-CS3 ● ● 241 61 37

700 350/530/700 129-214 0-10V ECUV700S150WDM-CS3 ● ● 241 67 40.5

3000 1000/2000/3000 30-50 0-10V ECUV3000S150WDM-CS3 ● ● 241 67 40.5

18 900 750/900 16-20 - ECSV900S18WST-BMT-CS2 ● ● 111 78 32

36 1800 1050/1400/1800 16-20 - ECSV1800S36WST-BMT-CS3 ● ● 111 78 32

ECSV1050S40WST-CS3 ● ● 165 73 30

ECSV1050S40WST-SP-CS3 ● ● 241 43 29

46 1700 1350/1700 22-27 - ECSV1700S46WST-BMT-CS2 ● ● 138 91 32

50 1400 700/1050/1400 25-36 - ECSV1400S50WST-CS3 ● ● 165 73 30

60 1400 700/1050/1400 30-43 - ECSV1400S60WST-CS3 ● ● 241 43 29

84 2100 1400/1750/2100 24-40 - ECSV2100S84WST-CS3 ● ● 241 61 37

*BM = Bottom Mount *CS3- 3 step selectable current switch

Wiring Diagram Non- Dimming Version

●       P: 919-435-1405          ●                     www.emi�erenergy.com

E366322

*CS4 - 4 stepselectable current switch

0-10V

-

700

Model NumberDimming
Safety Approval

1050

12517 Calderwood St            ●                     Raleigh NC 27614

      CS2 - 2 step slectable current switch

Current Selectable Constant Current Drivers

                     ●                                   E-mail: slyman@emi�erenergy.com

Dimming Version

* T = tap wire with 120VDC

LED Drivers Current Selectable Constant Current Series

150

40

42

84

Current Selectable Drivers                                      

Dimension   (mm)  Input 
Voltage

347V
22-38500/700/105040

Output 
Power Max. 

(Watts)

 Output 
Current 

Max     
(mA)

Standard Current Setting                     
(mA)                       

Customized Current Options 
Aavailable

Output 
Voltage 
(Volts)

120-277V

25

60

50

1400

950 450/550/700/950 32-42

E-mail: sales@emitterenergy.com



Safety & Performance Warranty

●  Open/Short/Surge Protection 5 years if TC≦75℃

●  UL Damp Location 3 years if 75℃≦TC≦85℃

●  US : UL (Class 2) Recognized

●  cUL/ CSA LVLE Recognized Mounting 

●  Isolated Output

●  FCC Title 47CFR Part 15 Case Must be grounded

●  No PCBs Remote installation max 18ft

●  Sound Rating Class A

●  ROHS Compliant

●  Min Start Temp -40 °F/°C 

Features

●  Current Can be adjusted by changing the external resistor

●  The best solution to replace fluorescent ballasts

●  Type TL Rated E366322

USR    

CLASS 2 

CSA 

LVLE
CE L W H

- ECUV1100S40WST ● ● ● 314 33 28

0-10V ECUV1100S40WDM ● ● ● 314 33 28

- ECUV1500S54WST ● ● ● 314 33 28

0-10V ECUV1500S54WDM ● ● ● 314 33 28

- ECUV2200S80WST ● ● ● 395 38 27

0-10V ECUV2200S80WDM ● ● ● 395 38 27

- ECSV1100S40WST ● ● 314 33 28

0-10V ECSV1100S40WDM ● ● 314 33 28

- ECSV1500W54WST ● ● 314 33 28

0-10V ECSV1500S54WDM ● ● 314 33 28

- ECSV2200S80WST ● ● 395 38 27

0-10V ECSV2200S80WDM ● ● 395 38 27

*BM = Bottom Mount

Wiring Diagram

●      Raleigh NC 27614 ● P: 919-435-1405 ●

E366322

Model Number

Dimming Version

LED Drivers Resistor Set Constant Current Series

  *ST = Standard       * DM = Dimming

40

120-277V

Input 

Voltage

 Output 

Current (mA)

2200

12517 Calderwood St E-mail: slyman@emitterenergy.com

www.emitterenergy.com

2200 80

1500

Safety Approval

541500

1100

54

40

80

Resistor Set Drivers

Dimension   (mm)            

Dimming

Output 

Power 

Max. 

(Watts)

Output 

Voltage 

(Volts)

Resistor Set Drivers

Non- Dimming Version

28-36

1100

347V

E-mail: sales@emitterenergy.com



Safety & Performance Warranty

●  Open/Short/Surge Protection 5 years if TC≦75℃

●  UL Damp Location 3 years if 75℃≦TC≦90℃

●  US : UL Class 2 Recognized

●  No PCBs Mounting 
●  Isolated Output

●  FCC Title 47CFR Part 15 Case Must be grounded

●  Canada : CSA LVLE Recognized Remote installation max 18ft

●  Sound Rating Class A

●  ROHS Compliant

●  Min Start Temp -40 °F/°C 

Features

●  2-4 Individual Outputs Available

  USR 

Class 2

CNR 

CLASS 2 

CSA 

LVLE
L W H

350 27-34 - ECUV350D12WST ● ● 127 63 30

500 12-24 - ECUV500D12WST ● ● 127 63 30

700 9-18 - ECUV700D12WST ● ● 127 63 30

350 28-36 - ECUV350D12WST/L ● ● 241 32 29

15 30 450 28-36 0-10V ECUV450D15WDM/L ● ● 241 43 29

18 36 350 45-58 - ECUV350D18WST ● ● 172 61 31

22 44 700 24-32 - ECUV700D22WSTF ● ● 325 34 29

48 96 1050 27-45 - ECUV1050D48WST ● ● 241 61 37

30 90 700 25-42 0-10V ECUV700T30WDM/L ● ● 241 61 37

48 144 1050 27-45 - ECUV1050T48WST ● ● 241 95 45

15 60 450 28-36 0-10V ECUV450Q15WDM/L ● ● 241 61 37

25 100 700 21-36 - ECUV700Q25WST ● ● 241 95 45

33 132 1350 15-25 - ECUV1350Q33WST ● ● 241 95 45

37 148 1050 21-35 - ECUV1050Q37WST/L ● ● 241 95 40

40 160 700 34-57 - ECUV700Q40WST-BM-F ● ● 241 95 40

12 24 350 28-36 - ECSV350D12WST/L ● ● 241 32 29

15 30 450 28-36 0-10V ECSV450D15WDM/L ● ● 241 43 29

3 30 90 700 25-42 0-10V ECSV700T30WDM/L ● ● 241 61 37

15 60 450 28-36 0-10V ECSV450Q15WDM/L ● ● 241 61 37

33 132 1350 15-25 - ECSV1350Q33WST ● ● 241 95 45

*BM = Bottom Mount * DM = Dimming

Wiring Diagram

2 Channels 3 Channels 4 Channels

12517 Calderwood St ● Raleigh NC 27614 ● P: 919-435-1405 ● E-mail: slyman@emitterenergy.com

LED Drivers Multi-Outputs Constant Current Series

Multi-Outputs Drivers
Dimension   (mm)         

Input 

Voltage

 Output 

Current 

Max     

(mA)

Output 

Voltage 

(Volts)

Dimming

Safety Approval
Available 

Outputs

2

3

347V

4

12 24

4

2

www.emitterenergy.com

E366322 E366322

Model Number

  *ST = Standard       Options: L=Leads, J=connector

Output 

Power Max.           

Per Channel 

(Watts)  

Multi-Output Drivers

120-277V

Total    

Power 

Max.          

(Watts)  

E-mail: sales@emitterenergy.com



Safety & Performance Warranty

●  Open/Short/Surge Protection ●  5 years if TC≦75℃

●  UL Damp Location ●  3 years if 75℃≦TC≦90℃

●  US : UL Class 2 Recognized

●  No PCBs Mounting 

●  Isolated Output

●  FCC Title 47CFR Part 15 ●  Case Must be grounded

●  Canada : CSA LVLE Recognized ●  Remote installation max 18ft

●  Sound Rating Class A

●  Constant Voltage Output 12W-150W ●  ROHS Compliant

●  Min Start Temp -40 °F/°C 

USR
USR   

Class 2
CNR

CNR   

Class 2

CSA   

LVLE
L W H

12 1 - EVUV12S12WST ● ● 107 36 29

24 0.5 - EVUV24S12WST ● ● 107 36 29

36 0.3 - EVUV36S12WST ● ● 107 36 29

20 12 1.66 - EVUV12S20WST ● ● 107 36 29

12 2.08 - EVUV12S25WST ● ● 241 43 29

12 2.08 0-10V EVUV12S25WDM ● ● 241 43 29

24 1.04 - EVUV24S25WST ● ● 241 43 29

24 1.04 0-10V EVUV24S25WDM ● ● 241 43 29

24 1.04 - EVUV24S25WST-C ● ● 125 64 29

50 24 2.08 - EVUV24S50WST ● ● 172 61 31

12 5 0-10V EVUV12S60WDM ● ● 241 43 29

24 2.5 0-10V EVUV24S60WDM ● ● 241 43 29

24 2.5 - EVUV24S60WST-SP ● ● 325 34 27

36 1.66 0-10V EVUV36S60WDM ● ● 241 43 29

48 1.25 0-10V EVUV48S60WDM ● ● 241 43 29

24 4.1 - EVUV24S100WST-SPL ● ● 395 38 29

24 4.16 0-10V EVUV24S100WDM ● ● 241 61 37

150 36 4.16 - EVUV36S150WST ● ● 241 61 40.8

12 5 0-10V EVSV12S60WDM ● ● 241 43 29

24 2.5 0-10V EVSV24S60WDM ● ● 241 43 29

36 1.67 0-10V EVSV36S60WDM ● ● 241 43 29

48 1.25 0-10V EVSV48S60WDM ● ● 241 43 29

*BM = Bottom Mount * DM = Dimming Options: C=connector

Wiring Diagram

12517 Calderwood St ● ●

Standard Constant Voltage

Raleigh NC 27614       ●            P: 919-435-1405 E-mail: slyman@emitterenergy.com

www.emitterenergy.com

LED Drivers

Non- Dimming Version Dimming Version

60

Constant Voltage Drivers

Constant Voltage Drivers

25

60

100

Dimming
Input 

Voltage

12

Output 

Current 

(A)

Output 

Power 

Max. 

(Watts)

Output 

Voltage 

(Volts)

347V

120-277V

E366322 E366322

Model Number

  *ST = Standard       

Dimension   (mm)   Safety Approval

E-mail: sales@emitterenergy.com



Pprogrammable

Model Number
Output 
Power

Certifications Input Voltage

PECUV1250S30WDM-L 30W UL/cUL Class 2 120-277 VAC

PECUV1250S30WDM 30W UL/cUL Class 2 120-277 VAC

PECUV1250S30WDM-L 30W UL/cUL Class 2 347V

PECUV1400S40WDM 40W UL/cUL Class 2 120-277 VAC

PECUV1400S40WDM 40W UL/cUL Class 2 347V

PECUV1400S50WDM-L 50W UL/cUL Class 2 120-277 VAC

PECUV1400S50WDM 50W UL/cUL Class 2 120-277 VAC

PECUV1400S50WDM-L 50W UL/cUL Class 2 347V

PECUV1400S60WDM 60W UL/cUL Class 2 120-277 VAC

PECSV1400S60WDM 60W UL/cUL Class 2 347V

PECUV2100S80WDM 80W UL/cUL Class 2 120-277 VAC

PECSV2100S80WDM 80W UL/cUL Class 2 347V

PECUV2750S98WDM 98W UL/CuL 120-277 VAC

PECSV2750S98WDM 98W UL/CUL 347V

Programmable  + R-Set
PRECUV1250S30WDM 30W UL/cUL Class 2 120-277 VAC

PRECSV1250S30WDM 30W UL/cUL Class 2 347V

PRECUV1400S40WDM 40W UL/cUL Class 2 120-277 VAC

PRECSV1400S40WDM 40W UL/cUL Class 2 347V

PRECUV1400S50WDM 50W UL/cUL Class 2 120-277 VAC

PRECSV1400S50WDM 50W UL/cUL Class 2 347V

PRECUV1400S60WDM 60W UL/cUL Class 2 120-277 VAC

PRECSV1400S60WDM 60W UL/cUL Class 2 347V

PRECUV2100S80WDM 80W UL/cUL Class 2 120-277 VAC

PRECSV2100S80WDM 80W UL/cUL Class 2 347V

PRECUV2100S80WDM 98W UL/CuL 120-277 VAC

PRECSV2100S80WDM 98W UL/CuL 347V

Triac Dimming
TEC1SV700S10WDM 10W UL/cUL Class 2 120VAC

TEC1SV1050S15WDM 15W UL/cUL Class 2 120VAC

TEC1SV350S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV500S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV350S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV500S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S35WDM 35W UL/cUL Class 2 120VAC

TEC1SV1050S35WDM 35W UL/cUL Class 2 120VAC

TEC1SV1400S35WDM 35W UL/cUL Class 2 120VAC

Dimming
Input Current 

(A)
Power Factor THD Output Current (A)

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.1A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.4-0.18A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.143A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.17A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.6-0.26A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.2A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.76-0.33A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.26A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.93-0.4A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.32A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.1A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.4-0.18A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.143A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.17A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.6-0.26A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.2A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.76-0.33A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.26A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.93-0.4A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.32A 0.90 20% 1.4-2.75A

C.C.
Triac Dim.

0.1A 0.90 20% 0.7A

C.C.
Triac Dim.

0.16A 0.90 20% 1.05A

C.C.
Triac Dim.

0.18A 0.90 20% 0.35A

C.C.
Triac Dim.

0.18A 0.90 20% 0.5A

C.C.
Triac Dim.

0.25A 0.90 20% 0.35A

C.C.
Triac Dim.

0.26A 0.90 20% 0.5A

C.C.
Triac Dim.

0.26A 0.90 20% 0.7A

C.C.
Triac Dim.

0.35A 0.90 20% 0.7A

C.C.
Triac Dim.

0.35A 0.90 20% 1.05A

C.C.
Triac Dim.

0.35A 0.90 20% 1.4A

Output Voltage Efficiency Dimensins

15-55V 82.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 82.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 5.23" x 2.48" x 1.18" x 4.84"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

36-51V 83.0% 3.86"x1.46"x1.04"x3.7"

25-36V 83.0% 3.86"x1.46"x1.04"x3.7"

50-71V 83.0% 3.86"x1.46"x1.04"x3.7"

35-50A 82.0% 3.86"x1.46"x1.04"x3.7"

25-35A 82.0% 3.86"x1.46"x1.04"x3.7"

35-50A 83.0% 4.33"x1.77"x1.1"x4.1"

23-33A 83.0% 4.33"x1.77"x1.1"x4.1"

18-25A 83.0% 4.33"x1.77"x1.1"x4.1"

Cae Temp Warranty

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

Programmable +R-Set

Programmable

LED Drivers Programmable

Wiring Diagram

● P: 919-435-1405 ●12517 Calderwood St ●        Raleigh NC 27614

Programmable Drivers 

www.emitterenergy.com

Non- Dimming Version Dimming Version

Safety & Performance Warranty

●  Open/Short/Surge Protection ●  5 years if TC≦75℃

●  UL Damp Location ●  3 years if 75℃≦TC≦90℃

●  US : UL Class 2 Recognized

●  No PCBs Mounting 

●  Isolated Output

●  FCC Title 47CFR Part 15 ●  Case Must be grounded

●  Canada : CSA LVLE Recognized ●  Remote installation max 18ft

●  Sound Rating Class A

●  Constant Voltage Output 12W-150W ●  ROHS Compliant

●  Min Start Temp -40 °F/°C 

USR
USR   

Class 2
CNR

CNR   

Class 2

CSA   

LVLE
L W H

12 1 - EVUV12S12WST ● ● 107 36 29

24 0.5 - EVUV24S12WST ● ● 107 36 29

36 0.3 - EVUV36S12WST ● ● 107 36 29

20 12 1.66 - EVUV12S20WST ● ● 107 36 29

12 2.08 - EVUV12S25WST ● ● 241 43 29

12 2.08 0-10V EVUV12S25WDM ● ● 241 43 29

24 1.04 - EVUV24S25WST ● ● 241 43 29

24 1.04 0-10V EVUV24S25WDM ● ● 241 43 29

24 1.04 - EVUV24S25WST-C ● ● 125 64 29

50 24 2.08 - EVUV24S50WST ● ● 172 61 31

12 5 0-10V EVUV12S60WDM ● ● 241 43 29

24 2.5 0-10V EVUV24S60WDM ● ● 241 43 29

24 2.5 - EVUV24S60WST-SP ● ● 325 34 27

36 1.66 0-10V EVUV36S60WDM ● ● 241 43 29

48 1.25 0-10V EVUV48S60WDM ● ● 241 43 29

24 4.1 - EVUV24S100WST-SPL ● ● 395 38 29

24 4.16 0-10V EVUV24S100WDM ● ● 241 61 37

150 36 4.16 - EVUV36S150WST ● ● 241 61 40.8

12 5 0-10V EVSV12S60WDM ● ● 241 43 29

24 2.5 0-10V EVSV24S60WDM ● ● 241 43 29

36 1.67 0-10V EVSV36S60WDM ● ● 241 43 29

48 1.25 0-10V EVSV48S60WDM ● ● 241 43 29

*BM = Bottom Mount * DM = Dimming Options: C=connector

Wiring Diagram

12517 Calderwood St ● ●

Standard Constant Voltage

Raleigh NC 27614       ●            P: 919-435-1405 E-mail: slyman@emitterenergy.com

www.emitterenergy.com

LED Drivers

Non- Dimming Version Dimming Version

60

Constant Voltage Drivers

Constant Voltage Drivers

25

60

100

Dimming
Input 

Voltage

12

Output 

Current 

(A)

Output 

Power 

Max. 

(Watts)

Output 

Voltage 

(Volts)

347V

120-277V

E366322 E366322

Model Number

  *ST = Standard       

Dimension   (mm)   Safety Approval

E-mail: sales@emitterenergy.com



PRECSV1250S30WDM 30W UL/cUL Class 2 347V

PRECUV1400S40WDM 40W UL/cUL Class 2 120-277 VAC

PRECSV1400S40WDM 40W UL/cUL Class 2 347V

PRECUV1400S50WDM 50W UL/cUL Class 2 120-277 VAC

PRECSV1400S50WDM 50W UL/cUL Class 2 347V

PRECUV1400S60WDM 60W UL/cUL Class 2 120-277 VAC

PRECSV1400S60WDM 60W UL/cUL Class 2 347V

PRECUV2100S80WDM 80W UL/cUL Class 2 120-277 VAC

PRECSV2100S80WDM 80W UL/cUL Class 2 347V

PRECUV2100S80WDM 98W UL/CuL 120-277 VAC

PRECSV2100S80WDM 98W UL/CuL 347V

Triac Dimming
TEC1SV700S10WDM 10W UL/cUL Class 2 120VAC

TEC1SV1050S15WDM 15W UL/cUL Class 2 120VAC

TEC1SV350S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV500S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV350S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV500S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S35WDM 35W UL/cUL Class 2 120VAC

C.C.
0-10V Dim.

0.1A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.4-0.18A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.143A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.17A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.6-0.26A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.2A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.76-0.33A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.26A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.93-0.4A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.32A 0.90 20% 1.4-2.75A

C.C.
Triac Dim.

0.1A 0.90 20% 0.7A

C.C.
Triac Dim.

0.16A 0.90 20% 1.05A

C.C.
Triac Dim.

0.18A 0.90 20% 0.35A

C.C.
Triac Dim.

0.18A 0.90 20% 0.5A

C.C.
Triac Dim.

0.25A 0.90 20% 0.35A

C.C.
Triac Dim.

0.26A 0.90 20% 0.5A

C.C.
Triac Dim.

0.26A 0.90 20% 0.7A

C.C.
Triac Dim.

0.35A 0.90 20% 0.7A

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

36-51V 83.0% 3.86"x1.46"x1.04"x3.7"

25-36V 83.0% 3.86"x1.46"x1.04"x3.7"

50-71V 83.0% 3.86"x1.46"x1.04"x3.7"

35-50A 82.0% 3.86"x1.46"x1.04"x3.7"

25-35A 82.0% 3.86"x1.46"x1.04"x3.7"

35-50A 83.0% 4.33"x1.77"x1.1"x4.1"

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

Programmable +R-Set

Pprogrammable

Model Number
Output 
Power

Certifications Input Voltage

PECUV1250S30WDM-L 30W UL/cUL Class 2 120-277 VAC

PECUV1250S30WDM 30W UL/cUL Class 2 120-277 VAC

PECUV1250S30WDM-L 30W UL/cUL Class 2 347V

PECUV1400S40WDM 40W UL/cUL Class 2 120-277 VAC

PECUV1400S40WDM 40W UL/cUL Class 2 347V

PECUV1400S50WDM-L 50W UL/cUL Class 2 120-277 VAC

PECUV1400S50WDM 50W UL/cUL Class 2 120-277 VAC

PECUV1400S50WDM-L 50W UL/cUL Class 2 347V

PECUV1400S60WDM 60W UL/cUL Class 2 120-277 VAC

PECSV1400S60WDM 60W UL/cUL Class 2 347V

PECUV2100S80WDM 80W UL/cUL Class 2 120-277 VAC

PECSV2100S80WDM 80W UL/cUL Class 2 347V

PECUV2750S98WDM 98W UL/CuL 120-277 VAC

PECSV2750S98WDM 98W UL/CUL 347V

Programmable  + R-Set
PRECUV1250S30WDM 30W UL/cUL Class 2 120-277 VAC

PRECSV1250S30WDM 30W UL/cUL Class 2 347V

PRECUV1400S40WDM 40W UL/cUL Class 2 120-277 VAC

PRECSV1400S40WDM 40W UL/cUL Class 2 347V

PRECUV1400S50WDM 50W UL/cUL Class 2 120-277 VAC

PRECSV1400S50WDM 50W UL/cUL Class 2 347V

PRECUV1400S60WDM 60W UL/cUL Class 2 120-277 VAC

PRECSV1400S60WDM 60W UL/cUL Class 2 347V

PRECUV2100S80WDM 80W UL/cUL Class 2 120-277 VAC

PRECSV2100S80WDM 80W UL/cUL Class 2 347V

PRECUV2100S80WDM 98W UL/CuL 120-277 VAC

PRECSV2100S80WDM 98W UL/CuL 347V

Triac Dimming
TEC1SV700S10WDM 10W UL/cUL Class 2 120VAC

TEC1SV1050S15WDM 15W UL/cUL Class 2 120VAC

TEC1SV350S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV500S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV350S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV500S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S35WDM 35W UL/cUL Class 2 120VAC

TEC1SV1050S35WDM 35W UL/cUL Class 2 120VAC

TEC1SV1400S35WDM 35W UL/cUL Class 2 120VAC

Dimming
Input Current 

(A)
Power Factor THD Output Current (A)

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.1A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.4-0.18A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.143A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.17A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.6-0.26A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.2A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.76-0.33A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.26A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.93-0.4A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.32A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.1A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.4-0.18A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.143A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.17A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.6-0.26A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.2A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.76-0.33A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.26A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.93-0.4A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.32A 0.90 20% 1.4-2.75A

C.C.
Triac Dim.

0.1A 0.90 20% 0.7A

C.C.
Triac Dim.

0.16A 0.90 20% 1.05A

C.C.
Triac Dim.

0.18A 0.90 20% 0.35A

C.C.
Triac Dim.

0.18A 0.90 20% 0.5A

C.C.
Triac Dim.

0.25A 0.90 20% 0.35A

C.C.
Triac Dim.

0.26A 0.90 20% 0.5A

C.C.
Triac Dim.

0.26A 0.90 20% 0.7A

C.C.
Triac Dim.

0.35A 0.90 20% 0.7A

C.C.
Triac Dim.

0.35A 0.90 20% 1.05A

C.C.
Triac Dim.

0.35A 0.90 20% 1.4A

Output Voltage Efficiency Dimensins

15-55V 82.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 82.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 5.23" x 2.48" x 1.18" x 4.84"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

36-51V 83.0% 3.86"x1.46"x1.04"x3.7"

25-36V 83.0% 3.86"x1.46"x1.04"x3.7"

50-71V 83.0% 3.86"x1.46"x1.04"x3.7"

35-50A 82.0% 3.86"x1.46"x1.04"x3.7"

25-35A 82.0% 3.86"x1.46"x1.04"x3.7"

35-50A 83.0% 4.33"x1.77"x1.1"x4.1"

23-33A 83.0% 4.33"x1.77"x1.1"x4.1"

18-25A 83.0% 4.33"x1.77"x1.1"x4.1"

Cae Temp Warranty

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

Programmable +R-Set

Pprogrammable

Model Number
Output 
Power

Certifications Input Voltage

PECUV1250S30WDM-L 30W UL/cUL Class 2 120-277 VAC

PECUV1250S30WDM 30W UL/cUL Class 2 120-277 VAC

PECUV1250S30WDM-L 30W UL/cUL Class 2 347V

PECUV1400S40WDM 40W UL/cUL Class 2 120-277 VAC

PECUV1400S40WDM 40W UL/cUL Class 2 347V

PECUV1400S50WDM-L 50W UL/cUL Class 2 120-277 VAC

PECUV1400S50WDM 50W UL/cUL Class 2 120-277 VAC

PECUV1400S50WDM-L 50W UL/cUL Class 2 347V

PECUV1400S60WDM 60W UL/cUL Class 2 120-277 VAC

PECSV1400S60WDM 60W UL/cUL Class 2 347V

PECUV2100S80WDM 80W UL/cUL Class 2 120-277 VAC

PECSV2100S80WDM 80W UL/cUL Class 2 347V

PECUV2750S98WDM 98W UL/CuL 120-277 VAC

PECSV2750S98WDM 98W UL/CUL 347V

Programmable  + R-Set
PRECUV1250S30WDM 30W UL/cUL Class 2 120-277 VAC

PRECSV1250S30WDM 30W UL/cUL Class 2 347V

PRECUV1400S40WDM 40W UL/cUL Class 2 120-277 VAC

PRECSV1400S40WDM 40W UL/cUL Class 2 347V

PRECUV1400S50WDM 50W UL/cUL Class 2 120-277 VAC

PRECSV1400S50WDM 50W UL/cUL Class 2 347V

PRECUV1400S60WDM 60W UL/cUL Class 2 120-277 VAC

PRECSV1400S60WDM 60W UL/cUL Class 2 347V

PRECUV2100S80WDM 80W UL/cUL Class 2 120-277 VAC

PRECSV2100S80WDM 80W UL/cUL Class 2 347V

PRECUV2100S80WDM 98W UL/CuL 120-277 VAC

PRECSV2100S80WDM 98W UL/CuL 347V

Triac Dimming
TEC1SV700S10WDM 10W UL/cUL Class 2 120VAC

TEC1SV1050S15WDM 15W UL/cUL Class 2 120VAC

TEC1SV350S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV500S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV350S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV500S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S35WDM 35W UL/cUL Class 2 120VAC

Dimming
Input Current 

(A)
Power Factor THD Output Current (A)

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.1A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.4-0.18A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.143A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.17A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.6-0.26A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.2A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.76-0.33A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.26A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.93-0.4A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.32A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.1A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.4-0.18A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.143A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.17A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.6-0.26A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.2A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.76-0.33A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.26A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.93-0.4A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.32A 0.90 20% 1.4-2.75A

C.C.
Triac Dim.

0.1A 0.90 20% 0.7A

C.C.
Triac Dim.

0.16A 0.90 20% 1.05A

C.C.
Triac Dim.

0.18A 0.90 20% 0.35A

C.C.
Triac Dim.

0.18A 0.90 20% 0.5A

C.C.
Triac Dim.

0.25A 0.90 20% 0.35A

C.C.
Triac Dim.

0.26A 0.90 20% 0.5A

C.C.
Triac Dim.

0.26A 0.90 20% 0.7A

C.C.
Triac Dim.

0.35A 0.90 20% 0.7A

Output Voltage Efficiency Dimensins

15-55V 82.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 82.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 5.23" x 2.48" x 1.18" x 4.84"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

36-51V 83.0% 3.86"x1.46"x1.04"x3.7"

25-36V 83.0% 3.86"x1.46"x1.04"x3.7"

50-71V 83.0% 3.86"x1.46"x1.04"x3.7"

35-50A 82.0% 3.86"x1.46"x1.04"x3.7"

25-35A 82.0% 3.86"x1.46"x1.04"x3.7"

35-50A 83.0% 4.33"x1.77"x1.1"x4.1"

Cae Temp Warranty

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

Programmable +R-Set

LED Drivers Programmable +R-Set

TEC1SV1050S35WDM 35W UL/cUL Class 2 120VAC

TEC1SV1400S35WDM 35W UL/cUL Class 2 120VAC

C.C.
Triac Dim.

0.35A 0.90 20% 1.05A

C.C.
Triac Dim.

0.35A 0.90 20% 1.4A

23-33A 83.0% 4.33"x1.77"x1.1"x4.1"

18-25A 83.0% 4.33"x1.77"x1.1"x4.1"

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

Safety & Performance Warranty

●  Open/Short/Surge Protection ●  5 years if TC≦75℃

●  UL Damp Location ●  3 years if 75℃≦TC≦90℃

●  US : UL Class 2 Recognized

●  No PCBs Mounting 

●  Isolated Output

●  FCC Title 47CFR Part 15 ●  Case Must be grounded

●  Canada : CSA LVLE Recognized ●  Remote installation max 18ft

●  Sound Rating Class A

●  Constant Voltage Output 12W-150W ●  ROHS Compliant

●  Min Start Temp -40 °F/°C 

USR
USR   

Class 2
CNR

CNR   

Class 2

CSA   

LVLE
L W H

12 1 - EVUV12S12WST ● ● 107 36 29

24 0.5 - EVUV24S12WST ● ● 107 36 29

36 0.3 - EVUV36S12WST ● ● 107 36 29

20 12 1.66 - EVUV12S20WST ● ● 107 36 29

12 2.08 - EVUV12S25WST ● ● 241 43 29

12 2.08 0-10V EVUV12S25WDM ● ● 241 43 29

24 1.04 - EVUV24S25WST ● ● 241 43 29

24 1.04 0-10V EVUV24S25WDM ● ● 241 43 29

24 1.04 - EVUV24S25WST-C ● ● 125 64 29

50 24 2.08 - EVUV24S50WST ● ● 172 61 31

12 5 0-10V EVUV12S60WDM ● ● 241 43 29

24 2.5 0-10V EVUV24S60WDM ● ● 241 43 29

24 2.5 - EVUV24S60WST-SP ● ● 325 34 27

36 1.66 0-10V EVUV36S60WDM ● ● 241 43 29

48 1.25 0-10V EVUV48S60WDM ● ● 241 43 29

24 4.1 - EVUV24S100WST-SPL ● ● 395 38 29

24 4.16 0-10V EVUV24S100WDM ● ● 241 61 37

150 36 4.16 - EVUV36S150WST ● ● 241 61 40.8

12 5 0-10V EVSV12S60WDM ● ● 241 43 29

24 2.5 0-10V EVSV24S60WDM ● ● 241 43 29

36 1.67 0-10V EVSV36S60WDM ● ● 241 43 29

48 1.25 0-10V EVSV48S60WDM ● ● 241 43 29

*BM = Bottom Mount * DM = Dimming Options: C=connector

Wiring Diagram

12517 Calderwood St ● ●

Standard Constant Voltage

Raleigh NC 27614       ●            P: 919-435-1405 E-mail: slyman@emitterenergy.com

www.emitterenergy.com

LED Drivers

Non- Dimming Version Dimming Version

60

Constant Voltage Drivers

Constant Voltage Drivers

25

60

100

Dimming
Input 

Voltage

12

Output 

Current 

(A)

Output 

Power 

Max. 

(Watts)

Output 

Voltage 

(Volts)

347V

120-277V

E366322 E366322

Model Number

  *ST = Standard       

Dimension   (mm)   Safety Approval

E-mail: sales@emitterenergy.com

Wiring Diagram

● Raleigh NC 27614 ● P: 919-435-1405

Dimming Version

12517 Calderwood St

Programmable +R-Set Drivers

Drivers ●
www.emitterenergy.com

Non- Dimming Version



Pprogrammable

Model Number
Output 
Power

Certifications Input Voltage

PECUV1250S30WDM-L 30W UL/cUL Class 2 120-277 VAC

PECUV1250S30WDM 30W UL/cUL Class 2 120-277 VAC

PECUV1250S30WDM-L 30W UL/cUL Class 2 347V

PECUV1400S40WDM 40W UL/cUL Class 2 120-277 VAC

PECUV1400S40WDM 40W UL/cUL Class 2 347V

PECUV1400S50WDM-L 50W UL/cUL Class 2 120-277 VAC

PECUV1400S50WDM 50W UL/cUL Class 2 120-277 VAC

PECUV1400S50WDM-L 50W UL/cUL Class 2 347V

PECUV1400S60WDM 60W UL/cUL Class 2 120-277 VAC

PECSV1400S60WDM 60W UL/cUL Class 2 347V

PECUV2100S80WDM 80W UL/cUL Class 2 120-277 VAC

PECSV2100S80WDM 80W UL/cUL Class 2 347V

PECUV2750S98WDM 98W UL/CuL 120-277 VAC

PECSV2750S98WDM 98W UL/CUL 347V

Programmable  + R-Set
PRECUV1250S30WDM 30W UL/cUL Class 2 120-277 VAC

PRECSV1250S30WDM 30W UL/cUL Class 2 347V

PRECUV1400S40WDM 40W UL/cUL Class 2 120-277 VAC

PRECSV1400S40WDM 40W UL/cUL Class 2 347V

PRECUV1400S50WDM 50W UL/cUL Class 2 120-277 VAC

PRECSV1400S50WDM 50W UL/cUL Class 2 347V

PRECUV1400S60WDM 60W UL/cUL Class 2 120-277 VAC

PRECSV1400S60WDM 60W UL/cUL Class 2 347V

PRECUV2100S80WDM 80W UL/cUL Class 2 120-277 VAC

PRECSV2100S80WDM 80W UL/cUL Class 2 347V

PRECUV2100S80WDM 98W UL/CuL 120-277 VAC

PRECSV2100S80WDM 98W UL/CuL 347V

Triac Dimming
TEC1SV700S10WDM 10W UL/cUL Class 2 120VAC

TEC1SV1050S15WDM 15W UL/cUL Class 2 120VAC

TEC1SV350S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV500S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV350S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV500S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S35WDM 35W UL/cUL Class 2 120VAC

TEC1SV1050S35WDM 35W UL/cUL Class 2 120VAC

TEC1SV1400S35WDM 35W UL/cUL Class 2 120VAC

Dimming
Input Current 

(A)
Power Factor THD Output Current (A)

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.1A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.4-0.18A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.143A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.17A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.6-0.26A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.2A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.76-0.33A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.26A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.93-0.4A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.32A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.3-0.13A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.1A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.4-0.18A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.143A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.17A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.6-0.26A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.2A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.76-0.33A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.26A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.93-0.4A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.32A 0.90 20% 1.4-2.75A

C.C.
Triac Dim.

0.1A 0.90 20% 0.7A

C.C.
Triac Dim.

0.16A 0.90 20% 1.05A

C.C.
Triac Dim.

0.18A 0.90 20% 0.35A

C.C.
Triac Dim.

0.18A 0.90 20% 0.5A

C.C.
Triac Dim.

0.25A 0.90 20% 0.35A

C.C.
Triac Dim.

0.26A 0.90 20% 0.5A

C.C.
Triac Dim.

0.26A 0.90 20% 0.7A

C.C.
Triac Dim.

0.35A 0.90 20% 0.7A

C.C.
Triac Dim.

0.35A 0.90 20% 1.05A

C.C.
Triac Dim.

0.35A 0.90 20% 1.4A

Output Voltage Efficiency Dimensins

15-55V 82.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 82.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 5.23" x 2.48" x 1.18" x 4.84"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 5.23" x 2.48" x 1.18" x 4.84"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

36-51V 83.0% 3.86"x1.46"x1.04"x3.7"

25-36V 83.0% 3.86"x1.46"x1.04"x3.7"

50-71V 83.0% 3.86"x1.46"x1.04"x3.7"

35-50A 82.0% 3.86"x1.46"x1.04"x3.7"

25-35A 82.0% 3.86"x1.46"x1.04"x3.7"

35-50A 83.0% 4.33"x1.77"x1.1"x4.1"

23-33A 83.0% 4.33"x1.77"x1.1"x4.1"

18-25A 83.0% 4.33"x1.77"x1.1"x4.1"

Cae Temp Warranty

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

Programmable +R-Set

PRECSV1250S30WDM 30W UL/cUL Class 2 347V

PRECUV1400S40WDM 40W UL/cUL Class 2 120-277 VAC

PRECSV1400S40WDM 40W UL/cUL Class 2 347V

PRECUV1400S50WDM 50W UL/cUL Class 2 120-277 VAC

PRECSV1400S50WDM 50W UL/cUL Class 2 347V

PRECUV1400S60WDM 60W UL/cUL Class 2 120-277 VAC

PRECSV1400S60WDM 60W UL/cUL Class 2 347V

PRECUV2100S80WDM 80W UL/cUL Class 2 120-277 VAC

PRECSV2100S80WDM 80W UL/cUL Class 2 347V

PRECUV2100S80WDM 98W UL/CuL 120-277 VAC

PRECSV2100S80WDM 98W UL/CuL 347V

Triac Dimming
TEC1SV700S10WDM 10W UL/cUL Class 2 120VAC

TEC1SV1050S15WDM 15W UL/cUL Class 2 120VAC

TEC1SV350S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV500S18WDM 18W UL/cUL Class 2 120VAC

TEC1SV350S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV500S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S25WDM 25W UL/cUL Class 2 120VAC

TEC1SV700S35WDM 35W UL/cUL Class 2 120VAC

TEC1SV1050S35WDM 35W UL/cUL Class 2 120VAC

TEC1SV1400S35WDM 35W UL/cUL Class 2 120VAC

C.C.
0-10V Dim.

0.1A 0.90 20% 0.35-1.25A

C.C.
0-10V Dim.

0.4-0.18A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.143A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.5-0.22A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.17A 0.90 20% 0.4-1.4A

C.C.
0-10V Dim.

0.6-0.26A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.2A 0.90 20% 0.7-1.4A

C.C.
0-10V Dim.

0.76-0.33A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.26A 0.90 20% 1.05-2.1A

C.C.
0-10V Dim.

0.93-0.4A 0.90 20% 1.4-2.75A

C.C.
0-10V Dim.

0.32A 0.90 20% 1.4-2.75A

C.C.
Triac Dim.

0.1A 0.90 20% 0.7A

C.C.
Triac Dim.

0.16A 0.90 20% 1.05A

C.C.
Triac Dim.

0.18A 0.90 20% 0.35A

C.C.
Triac Dim.

0.18A 0.90 20% 0.5A

C.C.
Triac Dim.

0.25A 0.90 20% 0.35A

C.C.
Triac Dim.

0.26A 0.90 20% 0.5A

C.C.
Triac Dim.

0.26A 0.90 20% 0.7A

C.C.
Triac Dim.

0.35A 0.90 20% 0.7A

C.C.
Triac Dim.

0.35A 0.90 20% 1.05A

C.C.
Triac Dim.

0.35A 0.90 20% 1.4A

15-55V 82.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 85.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

15-55V 84.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 86.0% 12.4"X1.3"X1.08"X11.8"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 88.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

27-55V 87.0% 15.55"x1.49"x1.08"x15.23"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

10-14V 80.0% 3.86"x1.46"x1.04"x3.7"

36-51V 83.0% 3.86"x1.46"x1.04"x3.7"

25-36V 83.0% 3.86"x1.46"x1.04"x3.7"

50-71V 83.0% 3.86"x1.46"x1.04"x3.7"

35-50A 82.0% 3.86"x1.46"x1.04"x3.7"

25-35A 82.0% 3.86"x1.46"x1.04"x3.7"

35-50A 83.0% 4.33"x1.77"x1.1"x4.1"

23-33A 83.0% 4.33"x1.77"x1.1"x4.1"

18-25A 83.0% 4.33"x1.77"x1.1"x4.1"

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

90 5 yrs at 75°C Case Temp

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

3 years operating Temp 0-50°C

Triac Dimming

LED Drivers Triac Dimming

Wiring Diagram

● Raleigh NC 27614 ● P: 919-435-1405

Dimming Version

12517 Calderwood St

Triac Dimming Drivers 

www.emitterenergy.com

Non- Dimming Version

●

Wiring Diagram

● Raleigh NC 27614 ● P: 919-435-1405

Dimming Version

12517 Calderwood St

Programmable +R-Set Drivers

Drivers ●
www.emitterenergy.com

Non- Dimming Version

Safety & Performance Warranty

●  Open/Short/Surge Protection ●  5 years if TC≦75℃

●  UL Damp Location ●  3 years if 75℃≦TC≦90℃

●  US : UL Class 2 Recognized

●  No PCBs Mounting 

●  Isolated Output

●  FCC Title 47CFR Part 15 ●  Case Must be grounded

●  Canada : CSA LVLE Recognized ●  Remote installation max 18ft

●  Sound Rating Class A

●  Constant Voltage Output 12W-150W ●  ROHS Compliant

●  Min Start Temp -40 °F/°C 

USR
USR   

Class 2
CNR

CNR   

Class 2

CSA   

LVLE
L W H

12 1 - EVUV12S12WST ● ● 107 36 29

24 0.5 - EVUV24S12WST ● ● 107 36 29

36 0.3 - EVUV36S12WST ● ● 107 36 29

20 12 1.66 - EVUV12S20WST ● ● 107 36 29

12 2.08 - EVUV12S25WST ● ● 241 43 29

12 2.08 0-10V EVUV12S25WDM ● ● 241 43 29

24 1.04 - EVUV24S25WST ● ● 241 43 29

24 1.04 0-10V EVUV24S25WDM ● ● 241 43 29

24 1.04 - EVUV24S25WST-C ● ● 125 64 29

50 24 2.08 - EVUV24S50WST ● ● 172 61 31

12 5 0-10V EVUV12S60WDM ● ● 241 43 29

24 2.5 0-10V EVUV24S60WDM ● ● 241 43 29

24 2.5 - EVUV24S60WST-SP ● ● 325 34 27

36 1.66 0-10V EVUV36S60WDM ● ● 241 43 29

48 1.25 0-10V EVUV48S60WDM ● ● 241 43 29

24 4.1 - EVUV24S100WST-SPL ● ● 395 38 29

24 4.16 0-10V EVUV24S100WDM ● ● 241 61 37

150 36 4.16 - EVUV36S150WST ● ● 241 61 40.8

12 5 0-10V EVSV12S60WDM ● ● 241 43 29

24 2.5 0-10V EVSV24S60WDM ● ● 241 43 29

36 1.67 0-10V EVSV36S60WDM ● ● 241 43 29

48 1.25 0-10V EVSV48S60WDM ● ● 241 43 29

*BM = Bottom Mount * DM = Dimming Options: C=connector

Wiring Diagram

12517 Calderwood St ● ●

Standard Constant Voltage

Raleigh NC 27614       ●            P: 919-435-1405 E-mail: slyman@emitterenergy.com

www.emitterenergy.com

LED Drivers

Non- Dimming Version Dimming Version

60

Constant Voltage Drivers

Constant Voltage Drivers

25

60

100

Dimming
Input 

Voltage

12

Output 

Current 

(A)

Output 

Power 

Max. 

(Watts)

Output 

Voltage 

(Volts)

347V

120-277V

E366322 E366322

Model Number

  *ST = Standard       

Dimension   (mm)   Safety Approval

E-mail: sales@emitterenergy.com



EmitterEnergy.com

Offering a Full Range of LED Drivers... 



Emitter Energy, designs, manufactures and supplies LED driver 

power solutions for the solid state lighting industry. We supply to 

both the OEM and replacement parts markets.

Our unique custom designs are tailored to customer 

specifications. All of our products comply with the NEC and 

CEC for the North America market and are UL Listed or UL 

recognized.

Emitter Energy is committed to producing a superior quality, 

high-efficient, reliable, and cost effective LED driver.  We serve 

customers worldwide efficiently and offer a variety of constant 

current, constant voltage dimming and non-dimming LED drivers 

for indoor and outdoor applications.

The footprint on our modular LED drivers is designed to simplify 

installation into all types of OEM luminaires and replacement 

parts applications.



www.emitterenergy.com
12517 Calderwood St.  |  Raleigh, NC 27614
P. 919.435.1405  |  F. 919.554.3892


